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RECEIVER HITCH
2009 - Current NISSAN MURANO

INSTALLATION INSTRUCTIONS

1. Check all parts. Read and understand instructions completely before beginning installation.

4) 12mm x 40 x 1.25 Hex Bolts 6) 14mm x 40 Hex Bolts 1) 10mm x 40 x 1.25 Hex Bolt
4) HD Flatwashers 6) 14mm Lock Washers 1) 10mm Flat Washer
4) 12mm Lockwashers 6) 14mm Nuts 1) 10mm Lock Washer

2. Remove the (4) bolts that hold the tie down in place on the driver side. Return to owner.

3. Install the driver side hanger using the (2) 12mm x 40 bolts, HD flat washers, and lock washers.
The third hole uses a 10mm x 40 bolt, flat washer, and lock washer. Loosely tighten the three
bolts.

4. Install the passenger side hanger using (2) 12mm x 40 bolts, HD flat washers, and lockwashers.
Loosley tighten the two bolts.

5. Slip the center section into place between the two hangers. Insert the (6) 14mm bolts, (3) in each
hanger. Use the 14mm nuts and lockwashers to secure in place.

6. Starting with the hangers, snug all bolts, then snug the center section bolts.

7. Torque the 10mm bolts to 20 ft/lbs, the 12mm bolts to 65 ft/lbs, and the 14mm bolts to 100 ft/lbs.
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The manufacturer warrants this product to be free of defects in material or workmanship at the time of retail purchase by the original
purchaser. If the product is found to be defective, the manufacturer may repair or replace the product, at its option, when product is
returned, prepaid, with proof of purchase to the manufacturer. Alteration to, misuse of, orimproper installation of product voids this
warranty. Manufacturers liability is limited to repair or replacement of products found to be defective, and specifically excludes liability

614108 for incidental or consequential loss or damage. Quality S Manufacturing, Inc., Phoenix, AZ







