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INSTALLATION INSTRUCTIONS 

ROCK SLIDERS 

APPLICATION:  

 2007-2018 Jeep Wrangler JK 4 Door  (Excl. JL) 

PART NUMBER:  

 42-7015 

ITEM QUANTITY DESCRIPTION TOOLS NEEDED 

1,2 2 ROCK SLIDER ASSEMBLY, DRIVER (1) AND PASSENGER (2) 13MM SOCKET 

3,4 2 FRONT PINCH WELD ADAPTER, DRIVER (3) AND PASSENGER (4) 13MM WRENCH 

5,6 2 REAR PINCH WELD ADAPTER, DRIVER (5) AND PASSENGER (6) RATCHET 

7,8 2 SHORT SUPPORT BRACKET, DRIVER (7) AND PASSENGER (8) TORQUE WRENCH 

9,10 4 LONG SUPPORT BRACKET, DRIVER (9) AND PASSENGER (10) ALLEN WRENCH 

11 14 M6 HEX SOCKET FLAT HEAD SCREW (BLACK ZINC) 3/16ò DRILL BIT 

12 14 M6 U-CLIP NUT (BLACK ZINC) 27/64ò DRILL BIT  

13 2  M8 HEX HEAD CAP SCREW (YELLOW ZINC) DRILL MOTOR 

14 6 M8 HEX HEAD FLANGE BOLT (YELLOW ZINC) 5/16ò DRILL BIT 

15 20 M6 HEX HEAD CAP SCREW (YELLOW ZINC)  

16 40 M6 FLAT WASHER (YELLOW ZINC)  

17 20 M6 SPLIT LOCK WASHER (YELLOW ZINC)  

18 20 M6 HEX NUT (YELLOW ZINC)  

19 6 M8 SERRATED FLANGE NUT (YELLOW ZINC)  

20 24 M8 SPLINED RIVCERT (YELLOW ZINC)  

21 6 M8 U-CLIP NUT (YELLOW ZINC)  

22 30 M8 HEX SOCKET BUTTON HEAD SCREW (BLACK ZINC)  

23 6 M8 FLAT WASHER (BLACK ZINC)  

24 1 UNIVERSAL M8 RIVCERT INSTALLATION TOOL  

ANTI-SEIZE LUBRICANT MUST BE USED ON ALL STAINLESS STEEL FASTENERS TO PREVENT THREAD DAMAGE AND GALLING 

PROCEDURE 

1. Remove contents from box, verify if all parts listed are present and free from damage.  

Carefully read and understand all instructions before attempting installation. 

Failure to identify damage before installation could lead to a rejection of any claim. 
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2. Starting on either side. Locate (1) front pinch weld adapter (Item 3/4) and align it on the front side of the pinch weld.     

Locate (1) rear pinch weld adapter and align it on the rear side of the pinch weld. Loosely secure the both front/rear pinch 

weld adapters onto the pinch weld using the provided M6 hardware (Items 15-18) and with the factory hardware present. 

Mark location to drill (Figure 1). Remove both pinch weld adapters and then drill a 5/16ò hole on pinch weld. See Figure 1.   

3. Secure the both pinch weld adapters onto the vehicle pinch weld using the factory hardware present and the provided M6 

hardware (Items 15-18). Align and adjust as necessary and then tighten M6 hardware to 5-7 ft-lbs. See Figures 2 - 3. 

4. Locate (7) M6 u-clip nuts (Item 12) and install one to each hole on both pinch weld adapters. See Figure 4.  

Figure 1 Driver Side Shown Drill 5/16ò holes. 
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Figure 2 Front  Driver Side Shown 
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Figure 3 

Figure 4 

Driver Side Shown 


